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Accessory Application Publications No.

Issue Date

JULY 2006

08B26-SDA-1A00-91

2007 ACCORD
2 AND 4-DOOR

CENTER CONSOLE
CD CHANGER ATTACHMENT

INSTALLATION
INSTRUCTIONS

PARTS LIST

Attachment Kit (sold separately):
P/N 08B26-SDA-100A

CD changer bracket B

BUS cable

2 Washer-screws, 5 x 10 mm

4 Washer-screws, 4 x 8 mm

2 Stepped washer-screws

2 Plain washers

CD changer cushion A

CD changer cushion B

6 Wire ties

Wire tie with clip

3 EPT sealers

2 Cushion tapes

CD changer bracket A

AII 32697

CD Changer (sold separately):
P/N 08A26-5E1-100

CD changer

Bracket

8-Disc CD magazine

8 Washer-screws, 4 x 6 mm

Owner’s Manual
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TOOLS AND SUPPLIES REQUIRED
Phillips screwdriver
Flat-tip screwdriver
Small flat-tip screwdriver
10 mm Combination wrench
Drill
3 mm, 7 mm, and 10 mm Drill bits
Round file
Isopropyl alcohol
Shop towel
Masking tape
Hook tool
Tape measure
Eye protection (face shield, safety goggles, etc.)
Scissors

Illustration of the CD Changer installed in the
Vehicle

INSTALLATION

Customer Information: The information in this
installation instruction is intended for use only by
skilled technicians who have the proper tools,
equipment, and training to correctly and safely add
equipment to your vehicle. These procedures should
not be attempted by “do-it-yourselfers.”

1. Make sure you have the anti-theft code for the
radio, then write down the radio station presets.

2. Disconnect the negative cable from the battery.

3. Remove the trim ring.

M/T Model:

• Squeeze the plastic clip and pull down on the
shift boot. Remove the shift knob by turning it
counterclockwise.

2226030K�
   

CD CHANGER

BUS CABLE

• Gently pry up on the trim ring to release the six
clips.

2321011K

SHIFT
KNOB

PLASTIC
CLIP

SHIFT
BOOT

TRIM RING

2321021K�

CLIPS (2)

TRIM RING

CLIPS (4)
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A/T Model:

• Gently pry up on the trim ring to release the six
clips, and remove the trim ring.

4. Pry up on the beverage holder to release the six
clips, and remove the beverage holder.

5. Remove the dashboard center holder.

• Open the coin pocket lid and remove the coin
pocket.

• Remove the two self-tapping screws.

• Gently pull out on the dashboard center holder
to release the two retaining clips, unplug the
vehicle connector, and remove the center
holder.

2206110K

TRIM RING

CLIPS (2)

CLIPS (4)

2206050K�

CLIPS (2)

CLIPS (4)

BEVERAGE
HOLDER

2206061K

CLIPS (2)
VEHICLE
CONNECTOR

SELF-TAPPING
SCREW (Reuse.)

COIN
POCKET

DASHBOARD
CENTER
HOLDER

LID

2306141T�

CLIP

PLAYER PANEL

SELF-TAPPING
SCREW
(Reuse.)

If the vehicle is not equipped with a cassette or a
multi-media player, go to step 7; otherwise, go to
step 6.

6. Remove the player.

• Remove the player panel by removing the two
self-tapping screws and two clips.
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• Remove the four 6 mm flange nuts that fasten
the player and pocket. Remove the player and
pocket by pulling it out toward you, and
unplugging the player BUS cable connector.

8. Remove the right and left inner covers (one hook
and one clip for each cover).

• Go to step 8.

7. Remove the pocket:

• Apply masking tape to the edge of the center
panel.

• Remove the two self-tapping screws.

• Push in on the bottom of the lid, then pull out
on the top by inserting the end of hook tool
between the pocket and center panel, and
pulling it to out toward you to release the two
retaining clips.

2206073K�

RETAINING
CLIP (2)

POCKET

HOOK TOOL CENTER
PANEL

LID

SELF-TAPPING
SCREW
(Reuse.)

MASKING
TAPE

Push.

2321030K�

6 mm
FLANGE
NUT

PLAYER

PLAYER
BUS CABLE
CONNECTOR

POCKET

2226020K�

CENTER CONSOLE
BOX MAT

SCREW
(Reuse.)

CENTER
CONSOLE
LID

RETAINING
TABS (4)

CENTER
CONSOLE

SELF-TAPPING
SCREW (Reuse.)

 2226010K�

CLIP

LEFT INNER
COVER

HOOK POCKET
OPENING

RIGHT
INNER
COVER

9. Open the center console lid, and remove the
center console box mat. Remove the center
console by removing the four self-tapping screws
and two screws and releasing the four retaining
tabs.

Without Accessory Socket:
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With Accessory Socket:

• Remove the clip from the center console, and
unplug the vehicle connector and remove the
console.

• Cut the clip off the vehicle harness. Take care
not to damage the vehicle harness.

10. Remove the center console rear cover (two self-
tapping screws and two clips).

11. Remove the two screws that fasten the center
console lid and center console bracket to the
center console. Remove the lid and center console
bracket by releasing the retaining tab.

12. Remove the center console box (four self-tapping
screws).

2506020K�

VEHICLE
CONNECTOR CLIP

SELF-TAPPING
SCREW
(Reuse.)

SCREW
(Reuse.)

RETAINING
TABS (4)

CENTER
CONSOLE

CENTER CONSOLE
BOX MAT

CENTER
CONSOLE
LID VEHICLE

HARNESS

Cut the clip off the
vehicle harness.

2220051K

CENTER
CONSOLE

CLIPS (2)

SELF-TAPPING
SCREW
(Reuse.)CENTER CONSOLE

REAR COVER

 2220061K�

CENTER
CONSOLE
LID

SCREW
(Reuse.)

CENTER
CONSOLE

CENTER
CONSOLE
BRACKET

RETAINING
TAB

 2221010K�

CENTER
CONSOLE

SELF-
TAPPING
SCREW
(Reuse.)

SELF-
TAPPING
SCREW
(Reuse.)

CENTER
CONSOLE BOX

SELF-
TAPPING
SCREW
(Reuse.)
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Installing the CD Changer

14. Visually check the position of the spring adjusting
slots on both sides of the CD changer. If both of
the spring adjusting slots are not in the vertical
(V) position, move the slots to the vertical position
using a small flat-tip screwdriver.

13. Remove the center console box inner cover (one
self-tapping screw and release one retaining tab,
and two hooks).

 2221020K�

CENTER CONSOLE
BOX INNER COVER

HOOK

SELF-
TAPPING
SCREW
(Reuse.)

RETAINING
TAB

CENTER CONSOLE BOX
INNER COVER
(Without accessory
socket)

SELF-TAPPING
SCREW
(Reuse.)

RETAINING
TAB

With Accessory Socket

HOOK

CENTER
CONSOLE BOX

(H: Horizontal)
(V: Vertical)

SPRING
ADJUSTING
SLOTS (2)

SWITCH
Move to the
"ON" position.

15. If the vehicle is equipped with an in-dash 6-disc
CD Changer, use a pin to move the number 2
switch to the "ON" position.
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16. Position the side brackets on the CD changer and
install the four 4 x 8 mm washer-screws included
in the attachment kit.

17. Remove the adhesive backings from the CD
changer cushions A and B, and attach them to
both sides of the CD changer.

19. Using a tape measure and a felt-tip pen, measure
and mark the center console box inner cover as
shown.

2221071K

CD CHANGER
CUSHION A

CD
CHANGER

CD CHANGER
CUSHION B

TAPE ATTACHING FACE
(Align with the lines on
the CD changer.)

CUSHION
TAPE
(Cut in
half.)

CD
CHANGER
BRACKET B

CD CHANGER
CUSHION B

CD CHANGER

2221050K�

CENTER CONSOLE
BOX INNER COVER

Remove the
marked areas
with a file.

5 mm

5 mm

20. While wearing eye protection, drill a 10 mm hole at
the marked location. First drill with a 3 mm drill bit,
and finish with a 10 mm drill bit. After drilling,
remove any burrs, and any material from the hole
using a round file.

21. Locate the four marks on the front and rear of the
center console box. While wearing eye protection,
drill with a 3 mm bit, and finish with a 7 mm bit
through each marked location. After drilling,
remove any burrs from the edges of the holes with
a round file.

2221060K�

4 x 8 mm
WASHER-
SCREW

CD CHANGER
BRACKET B

CD CHANGER

4 x 8 mm
WASHER-
SCREW

CD CHANGER
BRACKET A

18. Using scissors, cut the cushion tape in half.
Attach the two cushion tapes to the CD changer in
the areas shown.

 2221080K�

CENTER
CONSOLE
BOX

DRILL BIT
(Drill first with a 3 mm
drill bit, then finish
with a 7 mm drill bit.)

DRILL

FRONT

DRILL BIT
(Drill first with
a 3 mm drill
bit, then finish
with a 7 mm
drill bit.)

DRILL REAR

CENTER
CONSOLE
BOX
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24. Reinstall the center console lid and center console
bracket onto the center console.

23. Reinstall the center console box into the center
console using the four self-tapping screws
removed in step 12.

22. Attach masking tape to the center console box in
the area shown. Route the CD changer BUS cable
out through the lid opening, then carefully slide the
CD changer into the console box.

 2221091K

CD CHANGER

CD CHANGER
BUS CABLE

CENTER
CONSOLE BOX

MASKING
TAPE

 2221100K�

CENTER CONSOLE
SELF-
TAPPING
SCREW
(reused)

SELF-
TAPPING
SCREW
(reused)

CENTER
CONSOLE BOX

SELF-TAPPING
SCREW (reused)

 2221111K�

SCREW
(reused)

CENTER
CONSOLE LID

CENTER
CONSOLE

CENTER
CONSOLE
BRACKET
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With Player:

• Wrap the BUS cable with two EPT sealers
starting at the end of the tube.

• Route the BUS cable under the player base-
bracket. Secure the BUS cable to the vehicle
harness with two wire ties, so that the distance
between the BUS cable connector end and the
upper wire tie is 200 mm.

• Apply masking tape to the center panel in the
area shown.

 2321042K�

EPT SEALER

BUS CABLE

200 mm

VEHICLE
HARNESS

WIRE TIE

BUS CABLE

END OF
TUBE

MASKING
TAPE

PLAYER
BASE-BRACKET

Routing the BUS Cable

25. Plug in the BUS cable.

Without Player:

• At the center console, clean the vehicle frame
with isopropyl alcohol where the cushion tape
will attach. Using scissors, cut the cushion
tape in half, and attach one half of the cushion
tape to the edge of the vehicle frame.

• Wrap the BUS cable with two EPT sealers
starting at the end of the tube. Plug the BUS
cable 14-pin connector into the vehicle 14-pin
connector.

• Route the BUS cable along the vehicle
harness, then secure it to the vehicle harness
with two wire ties.

 2222052K

CUSHION TAPE
(Cut in half.)

VEHICLE 14-PIN
CONNECTOR

VEHICLE
FRAME

EPT SEALER

WIRE TIE

VEHICLE
HARNESS

BUS CABLE

BUS
CABLE

END OF TUBE

14-PIN
CONNECTOR
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• Plug the BUS cable connector into the vehicle
connector, and reinstall the player and pocket.

26. Route the BUS cable toward the rear along the
vehicle harness, then secure the BUS cable to the
vehicle harness with two wire ties.

• Plug the BUS cable 14-pin connector into the
player.

Cassette Player:

Multi-media Player:

2321051K�

CASSETTE
PLAYER

BUS CABLE
14-PIN
CONNECTOR

2321061K�

MULTI-MEDIA
PLAYER

BUS CABLE
14-PIN
CONNECTOR

2321070K�

6 mm
FLANGE
NUT

POCKET

PLAYER
BUS CABLE
CONNECTOR

VEHICLE
CONNECTOR

PLAYER

 2227011K�

BUS
CABLE

WIRE
TIE

VEHICLE
HARNESS
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27. Position the center console onto the console
bracket, and install the two screws by moving the
CD changer right and left.

28. Reinstall the center console box inner cover with
the BUS cable routed through the cutout.

29. Lift the CD changer and reinstall the center
console box mat under the CD changer.

30. Secure CD changer bracket A to the center
console with two stepped washer-screws and two
plain washers. Remove the masking tape installed
in step 21 from the center console box.

31. Secure CD changer bracket B to the center
console with two stepped washer-screws and two
plain washers.

2222011K�

SCREW
(Install the screws
by moving the
CD changer right
and left.)

 CD CHANGER

CENTER
CONSOLE

SCREW
(reused)

MASKING TAPE

 2222020K�

With Accessory Socket CENTER
CONSOLE BOX
INNER COVER

BUS CABLE
(Route through
the cutout.)

CENTER CONSOLE
BOX INNER COVER
(without accessory
socket)SELF-TAPPING

SCREW
(reused)

SELF-
TAPPING
SCREW
(reused)

BUS CABLE
(Route through
the cutout.)

 2222030K�

CENTER CONSOLE
BOX MAT

CD CHANGER
(Lift and install the center
console box mat.)

 2222041K�

5 x 10 mm
WASHER-
SCREW

STEPPED
WASHER-
SCREW

PLAIN
WASHER

CD CHANGER

CD CHANGER
BRACKET A

CD CHANGER
BRACKET B
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With Accessory Socket:

• Attach the wire tie with clip to the BUS
cable and vehicle harness and adjust it until
the distance between the accessory socket
connector end and the wire tie with clip is
100 mm. Push the wire tie with clip into the
hole in the center console.

• Make loops in the BUS cable and secure it to
the vehicle harness with one wire tie.

32. Plug the BUS cable 14-pin connector into the CD
changer BUS cable 14-pin connector, and wrap
one EPT sealer around the connectors.

33. Secure the BUS cable.

Without Accessory Socket:

• Attach the wire tie with clip to the BUS cable,
and push the clip into the hole in the center
console.

• Make loops in the BUS cable and secure it to
the vehicle harness with one wire tie.

 2430030K�

EPT SEALER

CD CHANGER
BUS CABLE
14-PIN
CONNECTOR

14-PIN
CONNECTOR

BUS
CABLE

 2222062K�

VEHICLE
HARNESSWIRE TIE

(Make loops in the BUS
cable and secure it
with one wire tie.)

BUS
CABLE

CD CHANGER
BUS CABLE

WIRE TIE with CLIP
(Push the clip into
the hole in the
center console.)

 2225021K�

VEHICLE
HARNESSWIRE TIE

(Make loop in the BUS
cable and secure it
with one wire tie.)

BUS
CABLE

WIRE TIE with CLIP
(Push the clip into
the hole in the
center console.)

ACCESSORY
SOCKET
CONNECTOR

VEHICLES
HARNESS

100 mm
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34. Check that all wire harnesses are routed properly
and all connectors are plugged in.

35. Reconnect the negative cable to the battery.

36. Enter the customer’s radio anti-theft code, and
reset the radio station presets.

37. Set the clock.

38. Check the operation of the CD changer according
to the provided Owner’s Manual.

If the vehicle is equipped with a cassette player or
multi-media player, continue with step 39; if not, go to
step 40.

39. Reinstall the player panel using the two screws
removed in step 8.

 2226010K�

CLIP

HOOK

RIGHT INNER
COVER

HOOK

LEFT INNER
COVER

CLIP

2704060K�

CLIP

SELF-TAPPING
SCREW (reused) POCKET

2306141T�

CLIP

SELF-TAPPING
SCREW (reused)

PLAYER
PANEL

40. Reinstall the right and left inner covers.

41. Reinstall the pocket.

42. Reinstall all removed parts.

43. Put the CD changer Owner’s Manual in the glove
box.

NOTE: Whenever the battery is disconnected, the
driver’s window AUTO function is disabled.

44. Start the engine. Push down fully on the driver’s
window switch until the window is fully open.

45. Pull up fully on the driver’s window switch to close
the window completely, then hold the switch for
2 seconds.

46. Test the window AUTO function.


